
Date : 23/09/2021

MODELO IMAGEN PVP EMBALAJE
EJEMPLO DE 
INSTALACIÓN

ALUMBRADO SOLAR INTELIGENTE TWIN. CON BATERÍA INTEGRADA EN PLACA

TDI-48BR

TDI-410BR

TDI-412BR

1) LED Light  Package :   
52*32*19CM    4.0KG/4.5KG                                                  
2) Solar panel package : 
115*60*20CM    20KG/21KG                                                  
3) Bracket package :        
25*19*16CM     2KG/2.5KG                           
El embalaje de madera tiene un 
coste adicional 

1) LED Light  Package :   
52*32*19CM    4.0KG/4.5KG                                                  
2) Solar panel package : 
115*60*20CM    22KG/23KG                                                  
3) Bracket package :        
25*19*16CM    2KG/2.5KG  
El embalaje de madera tiene 
un coste adicional 

1) LED Light  Package :   
60*40*20CM    5.5KG/6.2KG                                                  
2) Solar panel package : 
140*60*20CM    24KG/25KG                                                  
3) Bracket package :        
25*19*16CM     
2.0KG/2.5KG                     El 
embalaje de madera tiene 
un coste adicional 

ESPECIFICACIONES TÉCNICAS

Diseño especial para altas potencias de alumbrado o prestaciones complementarias de inercomunicación, enlaces RF y videovigilancia. Para 
evitar obra civil y deterioro del Medio Ambiente, las baterías de litio están integradas bajo la placa solar.

Solar Panel : 100W (High efficiency   
monocrystalline silicon ) 
Battery : Lithium battery  461.76WH
Led Light : 60W (USA Cree Led ), 160LM/W 
CCT : 3000-6500K ( OEM Acceptable )
Material: Aluminum Alloy (  Oxidation ) 
Charging time : 6-8H by bright sunlight 
Working time: 12hrs 3-5days Constant Lighting
Working temp: -20℃-+65℃  IP65                                                                            
Battery Lifetime : 5years 
Mounting height : 7-8M , Pole dia  ≤70mm
Space Between Lights : 20-30M ,                           
Certificate : CE/ROHS/IP65/ISO9001:2015
Warranty : 5 years 

Solar Panel : 120W (High efficiency   
monocrystalline silicon ) 
Battery : Lithium battery  692.64WH
Led Light : 80W (USA Cree Led ), 160LM/W 
CCT : 3000-6500K ( OEM Acceptable )
Material: Aluminum Alloy (  Oxidation ) 
Charging time : 6-8H by bright sunlight 
Working time: 12hrs 3-5days Constant Lighting
Working temp: -20℃-+65℃  IP65                                                                            
Battery Lifetime : 5years 
Mounting height :8-9M , Pole dia  ≤80mm
Space Between Lights : 25-30M ,                           
Certificate : CE/ROHS/IP65/ISO
Warranty : 5 years 

Solar Panel :80W (High efficiency   
monocrystalline silicon ) 
Battery : Lithium battery  346.32WH
Led Light : 40W (USA Cree Led ), 160LM/W 
CCT : 3000-6500K ( OEM Acceptable )
Material: Aluminum Alloy (  Oxidation ) 
Charging time : 6-8H by bright sunlight 
Working time: 12hrs 3-5days Constant Lighting
Working temp: -20℃-+65℃  IP65                                                                               
Battery Lifetime : 5years 
Mounting height : 5-6M , Pole dia  ≤70mm
Space Between Lights : 15-20M ,                           
Certificate : CE/ROHS/IP65/ISO9001:2015
Warranty : 5 years 

710,00 €

813,00 €

1.075,00 €
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EJEMPLO DE 
INSTALACION

1> Descuento profesional variable en función de las condiciones EXW, FOB, CIF, DDU, DDP
2> Condiciones de pago; 30% para el inicio de la producción y 70% para elembarque de la mercancía.
3>.Certificados; todas nuesras farolas estan certificadas CE, ROHS, FCC, ISO Estandares
4> Los precios incluyes la farola completa y funcional perono el soporte, pié/báculo
5>Posible personalización dem embalage, prestaciones de alumbrado y de cámara , Color Temperatura 2700-6500K a elección del cliente. 

Para la customización del producto podemos ayudarle con el diseño y la traducción a otros idiomas. Igualmente 
podemos ofrecer formación de producto a sus equipos de ventas.

TDI-416BR

TDI-420BR

Solar Panel : 160W (80W*2PCS-High efficiency   
monocrystalline silicon ) 
Battery : Lithium battery 808.08WH
Led Light : 100W (USA Cree Led ), 160LM/W 
CCT : 3000-6500K ( OEM Acceptable )
Material: Aluminum Alloy (  Oxidation ) 
Charging time : 6-8H by bright sunlight 
Working time: 12hrs 3-5days Constant Lighting
Working temp: -20℃-+65℃  IP65                                                                          
Battery Lifetime : 5years 
Mounting height :9-10M , Pole dia  ≤80mm
Space Between Lights : 30-35M ,                           
Certificate : CE/ROHS/IP65/ISO
Warranty : 5 years 

1.216,00 €

1.341,00 €

ALUMBRADO SOLAR INTELIGENTE TWIN. CON BATERÍA INTEGRADA EN PLACA

ESPEIFICACIONES TÉCNICAS

1) LED Light  Package :   
60*40*20CM    5.5KG/6.2KG                                                  
2) Solar panel package : 
115*60*40CM    40KG/42KG                                                   
3) Bracket package :        
90*60*25CM     
7.0KG/7.5KG                       
El embalaje de madera tiene 
un coste adicional 

1) LED Light  Package :  
67*40*20CM      6KG/6.8KG                                                   
2) Solar panel package : 
115*60*40CM    44KG/46KG                                                
3) Bracket package :        
90*60*25CM     
7.0KG/7.5KG                      
El embalaje de madera tiene 
un coste adicional 

Solar Panel : 200W (100W*2PCS-High efficiency   
monocrystalline silicon ) 
Battery : Lithium battery  923.52WH
Led Light : 120W (USA Cree Led ), 160LM/W 
CCT : 3000-6500K ( OEM Acceptable )
Material: Aluminum Alloy (  Oxidation ) 
Charging time : 6-8H by bright sunlight 
Working time: 12hrs 3-5days Constant Lighting
Working temp: -20℃-+65℃  IP65                                                                               
Battery Lifetime : 5years 
Mounting height :9-10M , Pole dia  ≤80mm
Space Between Lights : 30-35M ,                           
Certificate : CE/ROHS/IP65/ISO
Warranty : 5 years 


